DRAWING #: 90888-208-SD01-1 REV 2

4.56"

H
TOP VIEW

16.00"

24.00"

ISOMETRIC VIEW

@® @

9.00" 12.00" E‘Egg‘ ‘

uiB MBB MIB

SIDE VIEW

90888 SERIES WALL MOUNT MAINTENANCE BYPASS PANEL

10A-100A, 120V/208V, 3@/4WIG, 3 BREAKER
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NOTES:

APPROXIMATE WEIGHT: 20 LBS.

1.

[e204)]

ASSEMBLY IS UL LISTED TO UL 891.

2. NEMA 1 WALL MOUNT ENCLOSURE.
3.
4. THE TRIM FINISH IS POWDER COATED ON ALL EXTERNAL AND VISIBLE SURFACES, BOX AND ALL INTERNAL MOUNT

THE BOX & TRIM ARE CONSTRUCTED OF GALVANIZED STEEL.

BRACKETS ARE GALVANIZED FINISH.

. THE PANEL IS PROVIDED WITH A PAD LOCK LATCH ON THE ACCESS COVER.
. THE PANEL IS TO BE MOUNTED THROUGH THE @0.375" HOLES IN THE BACK OF THE ENCLOSURE.
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CIRCUIT BREAKER SUMMARY
BREAKER TYPE | BREAKERMODEL | TRIP | BREAKERAIC | WIRE RANGE
CUTLER HAMMER 10-35A | 10K @ 240VAC (1)14-6
CH3XX
TYPE CH 40-100A | 10K @ 240VAC (1)10-1/0
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NOTES:
1. "UIB" UPS INPUT BREAKER.
" " 90888 SERIES WALL MOUNT MAINTENANCE BYPASS PANEL
2. "MBB" MAINTENANCE BYPASS BREAKER. 10A-100A, 120V/208V, 3@/4W/G, 3 BREAKER
3. "MIB" MAINTENANCE ISOLATION BREAKER.
4. NEUTRAL LUG ACCEPTS (4) #8 - #2 AWG CABLES. L RNGES: [N T maery | PROSERT oL SR POREAL R, RS TE ATT
5. GROUND LUG ACCEPTS (2) #2 - #14 AWG CABLES_ DiC):lfﬁl;;S: AN‘(‘;'LEESZ sreores PC 21812014 THE WRITTEN CONSEA\TdF C&C POWER, INC IS PROHIBITED.
6. MECHANICAL LUGS USED FOR THE UTILITY INPUT & THE OUTPUT TO LOAD ACCEPT (1) #6 - 2/0 | ocom calll BECCL
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